
Air-Conditioners For Building Application
INDOOR UNIT

PFFY-P VKM-E (2)

INSTALLATION MANUAL
For safe and correct use, read this manual and the outdoor unit installation manual thoroughly before installing 
the air-conditioner unit.

INSTALLATIONSHANDBUCH
Aus Sicherheitsgründen und zur richtigen Anwendung vor Installation der Klimaanlage die vorliegende Bedie-
nungsanleitung und das Installationshandbuch gründlich durchlesen.

MANUEL D’INSTALLATION
Avant d’installer le climatiseur, lire attentivement ce manuel, ainsi que le manuel d’installation de l’appareil exté-
rieur pour une utilisation sûre et correct.

INSTALLATIEHANDLEIDING
Lees deze handleiding en de installatiehandleiding van het buitenapparaat zorgvuldig door voordat u met het 
installeren van de airconditioner begint.

MANUALE DI INSTALLAZIONE
Per un uso sicuro e corretto, prima di installare il condizionatore d’aria leggere attentamente il presente manuale 
ed il manuale d’installazione dell’unità esterna.

MANUAL DE INSTALACIÓN
Para un uso seguro y correcto, lea detalladamente este manual de instalación antes de montar la unidad de 
aire acondicionado.

MANUAL DE INSTALAÇÃO
Para uma utilização segura e correcta, leia atentamente este manual e o manual de instalação da unidade exte-
rior antes de instalar o aparelho de ar condicionado.

PARA O INSTALADOR

PER L’INSTALLATORE

PARA EL INSTALADOR

VOOR DE INSTALLATEUR

POUR L’INSTALLATEUR

FÜR INSTALLATEURE

FOR INSTALLER
English (GB)

Deutsch (D)

Français (F)

Nederlands (NL)

Español (E)

Italiano (I)

Português (P)

Türkçe (TR)

For use with the R410A
Bei Verwendung von R410A
A utiliser avec le R410A
Bij gebruik van R410A
Para utilizar con el R410A

Uso del refrigerante R410A

Para utilizaçao com o R410A
R410A ile beraber kullanmak için
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Installing flush against a wall with
molding For left or right piping
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Power supply terminal block (TB2)
Outdoor unit terminal block (TB5)
Wiring clamp

Fig. 7-1

Fig. 7-3
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ON/OFF button
Test run display
Indoor liquid pipe
temperature display
ON/OFF lamp
Power display
Error code display
Test run remaining time
display
Set temperature button
Mode selection button
Fan speed button
Air direction button

TEST button

SIMPLE

PAR-21MAA

ON/OFF

FILTER

CHECK

OPERATION CLEAR

TEST

TEMP.

MENU

BACK DAYMONITOR/SET

CLOCK
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TEST RUN
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Note:
Be sure to operate with the main power turned off.

Description of operation

Operation

Upper and lower air flow

Room temperature and
set temperature are dif-
ferent.

Upper air flow

Room temperature is
close to set temperature
or thermo-off.

Upper air flow only

—

Upper and lower air flow

(Normal condition (in
heating))

Upper air flow

During defrosting op-
eration, start of opera-
tion, thermo-off

Upper and lower air flow

—

COOL DRY NAFTAEH

Air flow

Conditions

Be sure to keep the area around the damper of the lower air outlet free of any objects.
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