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 BAC-HD150 
. ,

 BAC-HD150.
.

.

.

 BAC-HD150 .

 ( ,
)

,
.
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.

,
.

.
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,

.
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.

.
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.
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.

.
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,

 VPN- ,

.
,

,
, .

 ( )
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 BAC-HD150 
 BAC-HD150 (  – ). 

 SetBM_ADAPTER.

1.1 ,
(1)

 “ ”. 
 “ ”.

(2)
, ,  Windows® XP. 

1.2  BAC-HD150 
 BAC-HD150 .

1.3
, , .

*Windows®, Windows Vista®  Microsoft .NET Framework 
 Microsoft / .

*1:  Windows® XP ,  “Microsoft 
.NET Framework” .  “Microsoft .NET Framework”. 

(1) ,  “Microsoft .NET Framework”, .  “
”  3.2, “ ”.

(2)  “Microsoft.Net Framework” -  Microsoft  http://www.microsoft.com. 
 Microsoft.Net Framework . 2.0 .

1

 BAC-HD150 BAC-HD150
1 1.00 1.0.0.0
2 1.01 1.0.0.0
3 1.02 1.0.1.0

4 2.00 2.0.0.0  150 

CPU  Pentium 300 
 256 
 100 

 CD-ROM
LAN 1  (100BASE–TX  10BASE–T)

OS
Windows® XP Service Pack 2 
Windows Vista® Business (32- )

Microsoft .NET Framework  2.0 (*1)

: , .

: .
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1.4
 BAC-HD150  LAN.

 1.4.1 ,  BAC-HD150  M-NET
 50 ,  BAC-HD150  M-NET.

Коммутационный узел

Коммутационный узел

LAN2 LAN1

Коммутационный узел
BACnet

M-NET M-NET

M-NET

BAC-HD150
Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления системой

Мастер настройки

LOSSNAY

LOSSNAY

Подсоедините 
BAC-HD150 (порт LAN2) 
к Мастеру настройки через 
коммутационный узел.

Отсоедините кабель, 
соединяющий BAC-HD150 
и Коммутационный узел.

Система управления зданием
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1.4.2 ,  BAC-HD150  PAC-YG50ECA ( )
 50  PAC-YG50ECA ( )

BAC-HD150.
 PAC-YG50ECA,  BAC-HD150 

3, ,
PAC-YG50ECA  50.

 150 ,  BAC-HD150 
 PAC-YG50ECA.

 BAC-HD150  PAC-YG50ECA,  BAC-HD150 
 M-NET,  PAC-YG50ECA.

BAC-HD150

Коммутационный узел

Коммутационный узел 2 

Коммутационный узел

Коммутационный узел 1

LAN1 LAN

LAN2

AG-150A

PAC-YG50ECA

BACnet

BACnet

Мастер настройки

M-NET M-NET

M-NET

PAC-YG50ECA

M-NET M-NET

M-NET

Система управления зданием

Наружный блок

Наружный блок

Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

LOSSNAY

LOSSNAY

Внутренний блок

Внутренний блок

LOSSNAY

LOSSNAY

PAC-YG50ECA

M-NET M-NET

M-NET

Наружный блок

Наружный блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

Внутренний блок

Внутренний блок

LOSSNAY

LOSSNAY

Отсоедините кабель, 
соединяющий BAC-HD150 
и Коммутационный узел.

Подсоедините 
BAC-HD150 (порт LAN2) 
к Мастеру настройки через 
коммутационный узел 2.
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, ,
.

2.1  IP-
,  IP- ,

.
 LAN 2  BAC-HD150.  IP-

, : 1) 
,  LAN 2  BAC-HD150,  2) IP-

,  LAN 2. 
( :  IP-  192. 168. 200. 101 ,  LAN 2 
BAC-HD150,  - 192.168.200.) 

*1: ,

 IP- .
*2:  8 .

2

:
,

, ,
.

 IP-
1  1 -126 (10)  IP-  (*2) 
2 128 - 191 (172)  IP-  (*2)
3 192 - 223 (192)  IP-  (*2)

:
 BAC-HD150 

, ,  BACnet 
BAC-HD150  LAN 1  BAC-HD150.  BAC-HD150 (  LAN 2) 

 PAC-YG50ECA ( ),  BAC-HD150 (  LAN 2) 
.

 IP- ,  PAC-YG50ECA, 
 LAN 2  BAC-HD150  AG-150A.

 IP-
,  PAC-YG50ECA  AG-150A, 

.  IP- ,  LAN 2  BAC-
HD150  IP- .

:
, ,

 BAC-HD150  BACnet, PAC-YG50ECA  AG-150A. 
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(1)  [ ]>[ ], 
[ ].  [

],  [ ].

(2)  [ ]
 [ ],

[ ].

(3)  [ ]  [ ],
 [  – ].
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(4)  [  (TCP/IP)]  [ ], 
 [ ], 

[ :  (TCP/IP)].
(  [  (TCP/IP)], 

.)

(5)  [  IP-
]  IP-  ([192.168.200.101] )

 IP- .  ( , [255.255.255.0]) 
 [ ]. (

.)

 IP- .

(6)  [OK], ,  [OK]  [ ] , .
 IP- .

2.2  IP-
 IP- .

(  Internet Explorer  6.0, 
 Internet Explorer  7.0.) 

(1) -  Internet Explorer. 

(2)  [ ],
[ ], 
[ ].

 IP-  ( )
1  1 - 126 (10) 255.0.0.0
2 128 - 191 (172) 255.255.0.0
3 192 - 223 (192) 255.255.255.0
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(3) [ ],
 [

].
 [  LAN]  [

 [LAN]], 
[ ].

(4)  [ - ]
[ - ].

(5)  [OK], ,  [OK] , .
 IP- .
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3.1
 (SetBM_ADAPTER) .

 [Cancel] ([ ]).

(1)
 [setup.exe] 

 CD-ROM. 
 [Next] 

([ ]), .

(2)
,

 [I accept the terms in the license agreement] ([
]), 

 [Next] ([ ]).

*
 [Cancel] ([ ]),

.

(3)
,

 [Next] ([ ]).

3
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(4)
.

 [Change] ([ ]),
.

 [Next] ([ ]), 
.

[C:MELANSSetBM_ADAPTER].

(5)
 [Install] ([ ]),

.
 [Back] ([ ]), 
.

 [Cancel] ([ ]), .

(6)
, ,  [Finish] 

([ ]), .

•  CD-ROM .
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3.2
 SetBM_ADAPTER .

( , .)

(1) ,  SetBM_ADAPTER .
, .

(2)  [ ]>[ ],  [
],  [

],  [ ]. 

(3)  [SetBM_ADAPTER], 
.

 [ ],  [OK] 
,

.

(4) .
.

:
• , .
• .
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4.1
 BAC-HD150  LAN. 

 4.1.1 ,  BAC-HD150  M-NET
,  BAC-HD150 (  LAN 1)  BACnet. ,

, .
.

4

Коммутационный узел

Коммутационный узел
LAN2 LAN1

Коммутационный узел
BACnet

M-NET M-NET

M-NET

BAC-HD150
Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления системой

Мастер настройки

LOSSNAY

LOSSNAY

Система управления зданием

Подсоедините 
BAC-HD150 (порт LAN2) 
к Мастеру настройки через 
коммутационный узел.

Отсоедините кабель, 
соединяющий BAC-HD150 
и Коммутационный узел.
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 4.1.2 ,  BAC-HD150  PAC-YG50ECA ( )
 ( .2.0.0.0 )

(1)   1 : 
BAC-HD150 ,  PAC-YG50ECA  AG-150A, 

. .  AG-150A  AG-150A. 
 PAC-YG50ECA  AG-150A,  AG-150A. 

,  BAC-HD150 (  LAN 1)  BACnet. 
,  LAN 2  BAC-HD150  1. 

 2, 
.

.
 “Put settings” “ ”

, ,  BAC-HD150.

:
 “Put Settings”  “Off line” ( ).

BAC-HD150

Шаг 1

Коммутационный узел

Коммутационный узел 2 

Коммутационный узел

Коммутационный узел 1

LAN1

LAN2

AG-150A

PAC-YG50ECA

BACnet

BACnet

Мастер настройки

M-NET M-NET

M-NET

PAC-YG50ECA

M-NET

Система управления зданием

Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

LOSSNAY

LOSSNAY

PAC-YG50ECA

M-NET

Отсоедините кабель, 
соединяющий BAC-HD150 
и Коммутационный узел.

LAN

Подсоедините 
BAC-HD150 (порт LAN2) 
к Мастеру настройки через 
коммутационный узел 2.
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(2)  2 : ,  IP-  LAN 2  BAC-HD150 

 2  BAC-HD150 (  LAN 2), 
 2  1. ,

,  PING  IP,  LAN 2  BAC-HD150, 
.

BAC-HD150

Шаг 2

Коммутационный узел

Коммутационный 
узел 2 

Коммутационный узел

Коммутационный узел 1 

PAC-YG50ECA

M-NET M-NET

M-NET

PAC-YG50ECA

M-NET

Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

LOSSNAY

LOSSNAY

PAC-YG50ECA

M-NET

LANLAN1

LAN2

AG-150A

BACnet

BACnet

Мастер настройки

Система управления зданием

Отсоедините Коммутационный узел 1 
от BAC-HD150 и подсоедините 
Коммутационный узел 2 к 
Коммутационный узел 1.



16

(3)  3 :  PAC-YG50ECA  BAC-HD150
 BAC-HD150 1,  LAN 2  BAC-HD150. 

“BM ADAPTER”  “Get Settings” ( )
 PAC-YG50ECA, ,  ( .

8.2.3),  ( . 8.3.1),  LOSSNAY ( . 8.3.2) 
,  AG-150A.

.  8.2.3.1 “ ”
 PAC-YG50ECA.

 “On Line” ( )  “Off Line”. 
 “Off Line”  “On Line”,  BAC-HD150.

:
 PAC-YG50ECA, ,

 PAC-YG50ECA  AG-150A ,
 BAC-HD150. ,  IP-  PAC-

YG50ECA,  BAC-HD150 , .
( .  (2)  8.2.3 “ .”) 

BAC-HD150

Шаг 3

Коммутационный узел

Коммутационный узел 2

Коммутационный узел

Коммутационный узел 1

LAN1

LAN2

AG-150A

BACnet

BACnet

Мастер настройки

Система управления зданием

Подсоедините BAC-HD150 
к Коммутационный узел 1.

PAC-YG50ECA

M-NET M-NET

M-NET

PAC-YG50ECA

M-NET

Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

LOSSNAY

LOSSNAY

PAC-YG50ECA

M-NET

LAN
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(4)  4 :  BAC-HD150  BACnet
,  1  2.  BAC-HD150 

 BACnet,  LAN 1  BAC-HD150.

4.2
 [ ]>[ ]>[SetBM_ADAPTER]>[SetBM_ADAPTER], 
.

4.3
,  [X] 

 [File] ,  [Exit] .

:
,

,  BAC-HD150  BACnet, PAC-YG50ECA  AG-150A. 

BAC-HD150

Шаг 4

Коммутационный узел

Коммутационный 
узел 2

Коммутационный узел

Коммутационный узел 1

LAN1

LAN2

AG-150A

BACnet

BACnet

Мастер настройки

Система управления зданием

Отсоедините Коммутационный 
узел1 от Коммутационный узел1.

Подсоедините BAC-HD150 к BMS, 
используя LAN1 блока BAC-HD150.

PAC-YG50ECA

M-NET M-NET

M-NET

PAC-YG50ECA

M-NET

Наружный блок

Наружный блок

Внутренний блок

Внутренний блок

Пульт дистанционного 
управления ME

Пульт дистанционного 
управления ME

LOSSNAY

LOSSNAY

PAC-YG50ECA

M-NET

LAN
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5.1
.

 [File] ,  [New Settings],  5.2 .

5.2
.

.

5
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5.3
.

5.4

.

1

File

New Settings , .

2 Open Settings ,
.

3 Save Settings

,
 (  [Open Settings]) 

.
,  [Save Settings As]. 

4 Save Settings As
, ,

,
.

5 Property
,  IP-

BAC-HD150, 
.

6 Exit ,
.

7

BM ADAPTER

Get Settings ,  BAC-HD150.

8 Put Settings ,
 BAC-HD150. 

9 Mode Setting ,  BAC-HD150.

10 Date and Time ,
 BAC-HD150.

11 Help About 
SetBM_ADAPTER

,
.

1
System 
Settings

Basic System ,  IP- ,
 BAC-HD150

2 M-NET ,  M-NET
3 Expansion Controller  (PAC-YG50ECA)

4
Group Settings

Group ,

5 LOSSNAY  LOSSNAY 
6

BACnet
Settings

BACnet  BAC-HD150

7 Network and 
Device  BACnet 

8 COV Notification
9 Event Notification

10 Object ,

11 Other -
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5.5
5.5.1

5.5.1.1 ,  BAC-HD150  M-NET

. (  [ ] .)

5.5.1.2   BAC-HD150  PAC-YG50ECA (
)( .2.0.0.0 )

. (  [ ] .)

5.5.2 ,  BACnet 
,  BAC-HD150, .

(  [ ] .)

5.5.3
,  5.5.1  5.5.2 .

/ /

1 : File :
Property

IP-
 BAC-HD150

2 : BM ADAPTER : Date and Time

3
:

System Settings

:
Basic System

4 : M-NET

5 :

6 :
Group Settings

:
7 : LOSSNAY

/ /

1 : File :
Property

IP-
 BAC-HD150

2 : BM ADAPTER : Date and Time

3
:

System Settings

:
Basic System

4 : M-NET

5 :

6 :
Group Settings

:
7 : LOSSNAY

1

:
BACnet Settings

: BACnet

2 :
Network and Device

3 :
COV Notification

4 :
Event Notification

5 : Object
6 : Other
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6.1
, .

* : , ,
 USB,  CD-R . .

6.2  Put Settings
(1)  [Put Settings]  BAC-HD150  [Offline].

(  [Put Settings]  [Online] 
.)

(2)  BAC-HD150,  [BM ADAPTER]  [Mode Setting] 
( ) . (  7.2.3, 
“  (Mode Setting)”.)

(3)  [Put Settings] 
 BAC-HD150  [Online]. 

(4)  [Put Settings]  BAC-HD150 .
.  [Put 

Settings] .
(5)  [Offline]  BAC-HD150  BACnet. 

, ,  BACnet, 
, .

 BAC-HD150  [Offline] .

6.3
,

 BAC-HD150 .
, ,

.

6

Open Settings

Save Settings
Save Settings As

Put Settings

Get Settings

BAC-HD150
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 [File], [BM ADAPTER]  [Help], .

7.1  File 
, ,  [File]. 

.

7.1.1  (New Settings) 
 [New Settings], . (

.)

7.1.2  (Open Settings) 
,  [ ], .

.

7.1.3 Save Settings 
 [Open Settings], ,

.
 [Open Settings], 

 ( ,  [Save Settings As]).

7

.

.
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7.1.4   (Save Settings As) 
,  [ ], .

7.1.5  (Property)
 IP-  BAC-HD150, ,
 [OK], .

(  BAC-HD150 (LAN 2 )  IP-  [192.168.200.212]. 
 IP-  [192.168.200.212].  BAC-HD150 

 IP-  8.2.1(2)  IP-  Property.)

7.1.6  (Exit)
 [Exit], .

.

.

 IP- .
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7.2  BM ADAPTER 
, ,  [BM ADAPTER]. 

.

7.2.1  (Get Settings) 
 [Get Settings],  BAC-HD150 
.

7.2.2  (Put Settings) 
 [Put settings], , ,

BAC-HD150.

 [Get Settings] ,
,  BAC-HD150. 

 [Get Settings] 
 [Save Settings As].

 [Put Settings]  BAC-HD150 
, .

 BAC-HD150  [Put Settings] 
.

 BAC-HD150
(1)  (a), ,

[Save Settings As]. 
(2)  (b)  BAC-HD150  [Get Settings].
(3)  (b)  [Save Settings As].

( ,  (1) .)
(4)  (a)  [Open Settings]. 
(5)  BAC-HD150  (a) 

[Put Settings]. 
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7.2.3  (Mode Setting)
,

BAC-HD150 .
 BAC-HD150  “Current Mode”.  [Refresh], 

.
 “Online”  “Offline”,  “Setting Mode”. 

 [Settings], .

7.2.4  (Date and Time) 
 [Date and Time],  BAC-HD150. 

 [Settings], 
.  [Refresh],  BAC-HD150.

( , .)

:
 Online 

 BACnet .
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7.3  Help 
 [Help]  [About SetBM_ADAPTER].

7.3.1 About SetBM_ADAPTER. 
 [About] .
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8.1
.

8.1.1

(1)  [Save Settings]  [Cancel] ,
(a) Save Settings

, .
(b) Cancel

, .

(2)  [OK]  [Cancel] 
(a) OK 

, , ,  ( ,
)

.
(b) Cancel

, .
( .)

(3)  ([Add], [Modify]  [Delete]) ,
(a) Add 

, .
(b) Modify 

, .
(c) Delete

, .
 [Delete] .

•  [ ], .

•  [ ], .

8
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8.1.2
 [Save Settings]  [Cancel] 

.

(1)
, .

(2)
, .

(3)
, .
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8.2  (System settings) 
 System Settings  [Basic System], [M-NET]  [Expansion Controller].

8.2.1  (Basic System settings) 
 Basic System  BAC-HD150.

 [Basic System]  [System Settings],  [Basic System]. 
.

(1) LAN 1 (  BACnet) 
 LAN 1 ,  IP-  LAN 1  BAC-HD150. 

 LAN 1  BAC-HD150  BACnet 
BAC-HD150.
( .  4.1 “ .”)
( .)

*1: ,  IP- ,
.

1 IP Address  IP-  BAC-HD150 (LAN 1). 192.168.1.254
2 Subnet Mask  IP- . (*1) 255.255.255.0

3 Default Gateway

 IP-  IP- ,

BACnet.
,  IP-

.

4 MAC Address  MAC-  BAC-
HD150 (LAN 1). (*2)

5 BACnet Port No.

,
 BAC-HD150 (LAN 1) 

 BACnet. 
,  [47808] 

47808

        .
 (1).

.  (3).

        .
 (2).

.  (4).

.  (5).

.  (6).
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 IP- .
*2:  MAC- ,  “Get Settings”.

(2) LAN 2 (  EC) ( .2.0.0.0 )
 LAN 2 ,  IP-  LAN 2  BAC-HD150. 

( . )
 EC ( ) ,  BAC-HD150 (LAN2)  PAC-

YG50ECA.
 LAN 2  BAC-HD150  BAC-HD150, PAC-YG50ECA 

( ), AG-150A . ( .  4.1 “
.”)

 AG-150A  PAC-YG50ECA ,
 LAN 2  BAC-HD150.

(3)  (Unit of Temperature) 
. ( : degrees-Celsius 

( )) 
 [degrees-Celsius], C.
 [degrees-Fahrenheit] ( ),

F.

(4)  (Use Expansion Controller) ( : )
( .2.0.0.0 )

 PAC-YG50ECA (  ). 
 BAC-HD150  PAC-YG50ECA : .

 BAC-HD150  M-NET (  PAC-YG50ECA ) : .
.

 IP-
1  1 - 126 (10) 255.0.0.0
2 128 - 191 (172) 255.255.0.0
3 192 - 223 (192) 255.255.255.0

 IP- ,
 BAC-HD150.  IP- ,

.

 LAN 1  LAN 2  BAC-HD150. 
,

.

1 IP Address  IP-  LAN 2 
BAC-HD150  “IP Address.” 192.168.200.212

2  IP-
“Subnet Mask” ( ) 255.255.255.0

3 MAC Address  MAC-  LAN 2  BAC-HD150.
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:
:

 BAC-HD150  PAC-YG50ECA  M-NET ( . 8.2.2),  ( . 8.3.1), 
 LOSSNAY ( . 8.3.2)  AG-150A, 

. .
 BAC-HD150  M-NET  M-NET ( . 8.2.2),  ( . 8.3.1), 

 LOSSNAY ( . 8.3.2) .
 ( . 8.2.3) ,  BAC-HD150  PAC-YG50ECA.
 “Use Expansion Controller” ( ) ,

. ,
,  “Use Expansion 

Controller” ( ). 
,  BAC-HD150  PAC-YG50ECA 

 “Get Setting” ( )  “Put Setting” 
( ).

(a) ,
 “Use Expansion Controller” ( )

(b) , ,
 “Use Expansion Controller” ( )

BAC-HD150
PAC-YG50ECA

BAC-HD150 
 M-NET

8.2.2 M-NET settings (  M-NET)
8.2.3
8.3.1
8.3.2  LOSSNAY

,  “Yes” ( )  M-
NET,  LOSSNAY.   

,  “Yes” ( )
,  LOSSNAY.  
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(5)
( : )

 BAC-HD150 
 M-NET, AG-150A  PAC-YG50ECA.  BAC-HD150 

 BMS ( ).

.

(a)  “Air Conditioning System Time Synchronization” (
) ( .)

 BMS  BAC-HD150  M-NET 
,  PAC-YG50ECA ( )  AG-150A. 

 M-NET,  PAC-YG50ECA.
 AG-150A 

 “Sub” ( .)

.  4:30:30 .

(b)  “Air Conditioning System Time Synchronization” (
) ( .)

 BMS  BAC-HD150  M-NET 
,  PAC-YG50ECA ( )  AG-150A.

,  BAC-HD150  PAC-YG50ECA 
 AG-150A,  BAC-HD150.

(6)  (Unit Data)
 BAC-HD150. 

( ,  “Get Settings”.)
(a) Serial No. 

 BAC-HD150 
(b) Program Version 

 BAC-HD150 
(c) DB Version

 BAC-HD150 DB ( )
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8.2.2  M-NET (M-NET settings) 
,  M-NET

 [M-NET]  [System Settings],  [M-NET Settings]. 
,  M-NET.

.
“M-NET settings” (  M-NET)  BAC-HD150  M-NET.

(1)  M-NET (M-NET Settings) 

1 M-NET Address

 M-NET  BAC-HD150.
( : 0, 201 - 250)

,  [0] 
 K-

 “0”.

0

Use K-transmission converter

2 ,
 K- .

3 Converter Address

 K-
M-NET  K- .

, .
( : 201 - 250)

Operation prohibition range

4 Range

 [SC, RC], 

.
[RC], 

,
.

,  [SC, RC]

SC, RC
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8.2.3  ( .2.0.0.0 )
 PAC-YG50ECA ( )

.
 “Expansion Controller” ( )  “System Settings” 

( )  “Expansion Controller Settings” 
( ). ,

.
.

“Expansion Controller Settings” ( )
BAC-HD150  PAC-YG50ECA.

:
 BAC-HD150  PAC-YG50ECA ( ),  IP-  ( .

 (2)). 
,  (3)  (4) 

PAC-YG50ECA ,
. ( .  8.2.3.1 "

" .)
 AG-150A.

.  (1).

.  (2).

.  (3).

.  (4).
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(1)
 PAC-YG50ECA ( ),

. (EC1-3)

(2)
 IP-  PAC-YG50ECA ( ),

 DB. .  8.2.3.1 “
” ,

DB  PAC-YG50ECA. 

(3) M-NET Settings 
 M-NET  M-NET  PAC-YG50ECA (

). .  8.2.3.1 “ ”
, .

(4)
 PAC-YG50ECA ( ). .  8.2.3.1. 

“ ”
, .

  ·  : .
  ·  ( ) :  ( )
  · /  ( ) : /  ( )
  · / / / /  : / / /
     /

1 IP Address  IP-  IP-
.

2 Program Version “Program Version ( )”

3 DB Version  DB ( )
“DB Version ( )”

1 M-NET Address  M-NET, 
“M-NET Address (  M-NET).”

Use K-transmission converter

2

,  K-
.

,
 K- .

3 Converter Address  M-NET  K- ,
 K- .

Operation prohibition range

4 Range

, “Prohibit 
Remote Controller” ( ).
SC, RC : 

.
RC : .
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8.2.3.1  
 PAC-YG50ECA ( )

PAC-YG50ECA  LAN 2  BAC-HD150,  PAC-YG50ECA 
.   

1)  IP-  8.2.3(2) “ ”. (EC1-3)
2)  “Mode Setting” ( )  “BM ADAPTER” ( ) ,
     “OffLine Mode” ( ).
3)  “Put Setting” ( )  “BM ADAPTER” ( )
    . (  BAC-HD150 .)
4)  “Mode Setting” ( )  “BM ADAPTER” ( ) ,
     “OnLine Mode” ( ).
   (  1  4 .)
5)  “Get Setting” ( )  “BM ADAPTER” ( )
    . (  BAC-HD150.)
*  5 

 PAC-YG50ECA.

:
*  PAC-YG50ECA ,

,
 PAC-YG50ECA ,  IP-  PAC-YG50ECA 

.
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8.3  (Group settings)
 [Group Settings]  [Group Settings]  [Interlocked LOSSNAY]. 

8.3.1
 [Group]  [Group Settings],  [Group Settings]. 

, , ,
 PAC-YG50ECA ( ) .

8.3.1.1   ( ,  BAC-HD150  M-NET)
 ( ,

) .
( .)  

*1:  16 .
 ( ,
 LOSSNAY).

*2
,  BAC-HD150. 

.

1 No  ( : 1 - 50)

2 Unit  M-NET  ( ,
LOSSNAY . .) . *1

3 Remocon  M-NET 
, . *2

4 System controller  M-NET ,
. *2
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(1)
,  [Select Unit 

Address]. , .

(a)
, . , .

.
- , , -  – 

.
- :

- :
- :

(2)
,

[Select Remote Controller Address]. ,
.
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(a)
, .

, .

.
- , ,

-  – .
- :

- :
- :

(3)
,  [Select Remote 

Controller Address]. , .

(a)
, . ,

.

.
- , ,

-  – .
- :

- :
- :  BAC-HD150 
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8.3.1.2   ( ,  BAC-HD150  PAC-YG50ECA (
)) ( .2.0.0.0 )

“Group Settings” ( )
,  PAC-YG50ECA ( ).

 EC1  EC3  PAC-YG50ECA, .
.  8.2.3.1 “ ”

,  PAC-YG50ECA.
 BAC-HD150  PAC-YG50ECA,  PAC-YG50ECA 

.
,  AG-150A.

1 No  ( : 1 - 50)

2 Unit  M-NET ,
 LOSSNAY .

3 Remocon  M-NET 
, .

4 System controller  M-NET ,
.

 EC 
(

 EC)
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8.3.2  LOSSNAY
 [LOSSNAY]  [Group Settings], 

[Interlocked LOSSNAY]. , ,
,  PAC-YG50ECA ( ) .

8.3.2.1   LOSSNAY  
 ( ,  BAC-HD150  M-NET)

 LOSSNAY 
.

( .)

*1:  LOSSNAY. 
*2:  LOSSNAY  16 .

 LOSSNAY. 

1 LOSSNAY  LOSSNAY, *1

2 IC ,
 LOSSNAY *2

LOSSNAY  IC
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(1)  LOSSNAY
 LOSSNAY, 

 [Select LOSSNAY Address]. 

(a)  LOSSNAY 
 LOSSNAY, . ,

.

.
- , , -  – 

.

- :  LOSSNAY
- :  LOSSNAY

- :  LOSSNAY

(2)
 IC,  [Select IC Address]. 

(a)
, . ,

.

- :  LOSSNAY, ,
- :

- :  LOSSNAY, 
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8.3.2.2   LOSSNAY
 ( ,  BAC-HD150  PAC-YG50ECA
 ( )) ( .2.0.0.0 )

 “LOSSNAY”  LOSSNAY, 
 PAC-YG50ECA ( ).  EC1  EC3 

 PAC-YG50ECA, .
.  8.2.3.1 “ ”

 LOSSNAY, 
PAC-YG50ECA.

 PAC-YG50ECA,  LOSSNAY 
 PAC-YG50ECA .

,  LOSSNAY  AG-150A.

1 LOSSNAY  LOSSNAY

2 IC ,
 LOSSNAY

LOSSNAY  IC

 EC 
(

 EC)
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8.4  BACnet 
 [BACnet Settings] (  BACnet) : [BACnet 

Settings] (  BACnet), [Network and Device Settings] ( ), [COV Notification 
Settings] (  COV), [Event Notification Settings] ( ),
[Object Settings] ( )  [Other Settings] ( ).

8.4.1  [BACnet Settings]
 [BACnet]  [BACnet Settings],  [BACnet Settings]. 

 BAC-HD150 .
.

(1)  BM ADAPTER 
 BAC-HD150. (

.)

1 Device ID  ( )  BAC-HD150. 
( : 1 - 4194302) 3

2 Segmentation

,
 BACnet. 

 [Both] ([ ]), 
,

,  [None] ([ ]), 
, .

Both

3 APDU Segment 
Timeout

-
 ( ).
( : 0–99999 )

,  [5000] 

5000

4 APDU Timeout
-

 ( ).
( : 0–99999 )

,  [6000]

6000

5 APDU Retries
.

( : 0–99 )
,  [3] 

3

6 I-Am Timer

 I-Am, 
 BAC-HD150. 

( : 0 - 0999 )
(  [0]  “I-Am” 

.)

0

7 Vendor ID  “BAC-HD150”. 
(  [99] ) 99

.
(1).

.
(3).

.
(2).
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(2)
 BAC-HD150. 

(3)  BBMD (Use Remote BBMD)
 BAC-HD150.

1 Use Mode Type Dry ,  [Dry].

2 Use Fan Speed Type 
Mid1/Mid2

,
 [Mid 1  Mid 2]. 

3
Unset Alarm Signal 
By Communication 
Error

,
 (BI_xxxx03). 

,

1
,

 BAC-HD150  BBMD 
.

2 Time To Live

BAC-HD150
BBMD ( ).

,
.

( : 0 - 1092)
-  [0], 

.
,  [0]

0
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8.4.2  Network and Device 
,

BAC-HD150, -
 I-Am.

, .
 [Network and Device]  [BACnet settings],  [Network and 

Device Setting]. 
.

(1)
,  BACnet. 

(  BACnet ,  Network No. ( )  [Local] 
([ ]).) 

 – 5.

.  (1), 
.

.  (2), 
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(a)
 [Add],  [Network No.]. .

(b)
 [Modify],  [Network No.]. 

 IP-  [BACnet Router]. 

(c)
 [Delete], .

(  Local .)

1 Network No.
.

( : 1 – 65534; 
: 65535)

2 Type  IP (  IP.) IP
BACnet Router

3 IP Address

 IP-  BACnet, 
,

1.
(IP-  BACnet ,

 BAC-HD150.) 

4 Port No.

,
 BACnet 

 BACnet. 
,  [47808] 

47808
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(2)
, .
 10 .

(a)
 [Add], 

[Device Address]. 
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(b)
, ,  [Modify], 

 [Device Address].  – IP- .

(c)
 [Delete], .

1 Instance No.
,

.

2 Broadcast
,

.

3 Instance No.
,

Instance No. .
( : 0 - 4194302)

4 IP Address  IP- .

5 Port No.
 BACnet 

.
,  [47808]

47808

:
 ID, 

 “COV Notification Settings,” “Event Notification Settings”  “Other Settings” 
.
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(3)  BAC-HD150 
 BAC-HD150 :

1.
IP- , .

2.
 BBMD,  IP-
 BBMD 

3.  BBMD, 
IP-  BBMD 

4.
5.
6.

   (  4–6  BACnet.) 

*1:  1  65534. 
*2:  65535. 
*3  Broadcast. 
*4  Use Remote BBMD. 

( .  8.4.1(3).) 

Network No. BACnet Router 
IP Address Device ID IP Address

1

Local

-
IP-

 BBMD

2 Broadcast (*3)

 BBMD

3
BBMD (*4)

 BBMD 

 BBMD

4

Remote (*1)

IP-

BACnet
-

IP-
-

BACnet

5
IP-

BACnet
Broadcast (*3)

BACnet

6 Global (*2) Broadcast 
( )  IP- BACnet
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8.4.3
 [COV Notification]  [BACnet Settings],  [COV Notification 

Settings]. - ,
 BAC-HD150.

.

(1)
.

 – 5. 

e
COV No.
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(a)
 [Add],  [COV No]. 

.

(b)
 [Modify], 

 [COV No]. 
 (a) “

”.

(c)
 [Delete], 

.

(2) -
- .

 5 .

1 COV No .
( : 1 - 10)

e
COV No.
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(a) -

[Add],  [Notification Address]. 

*1:
 [Network and Device Settings-Select 

BACnet Device],  [Select]. 
,  8.4.2 “  Network and Device”, 

 [Network and Device Settings-Select BACnet Device]. 

Notification Address

1 Network No. -
. (*1)

2 Device ID
-

 (*1)

3 Process Identifier

,

- .
( : 0 - 4294967295)

 [0], 

0

Notification Type

4 Unconfirmed/
Confirmed

 [Unconfirmed] ([ ])
 [confirmed] ([ ])

.
Unconfirmed



54

(i)
 [Network and Device Settings-Select BACnet Device], 

, .
.

 [Select], 
 [Notification Address]. 

 [Cancel], 
[Notification Address]. (  Network No.  Device ID .)

(b) -
, ,  [Modify], 

 [Notification Address]. 
 (a) “

- ”.

(c) -
 [Delete], .
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8.4.4
 [Event Notification]  [BACnet Settings], 

[Event Notification Settings]. - ,
 BAC-HD150.

.

(1)  Notification Class ID
.

 – 5. 

 Notification 
Class ID
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(a)  Notification Class ID 
 [Add],  [Notification Class].  Event 

Notification Class ID .

*1: ,  3 
.

*2: , .

(b)
 [Modify], 

 [Notificaiton Class]. 
 (a) “

 Notification Class ID”.

(c)
 [Delete], 

.

1 Notification Class ID
 Notification Class ID (

) (*1)
( : 0 - 4194302)

2 Priority

.
( : 0 - 255) (*2)

 “255”, 255
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(2) -
-

.
 5 .

(a) -
 [Add], 

 [Notification Address]. 

Notification 
Class ID
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*1: -
 [Network and Device Settings-Select BACnet Device], 

 [Select]. 
,  8.4.2 “  Network and Device”, 

 [Network and Device Settings-Select BACnet Device]. 

(i)
 [Network and Device Settings-Select BACnet Device], 

, .
.

 [Select], 
 [Notification Address]. 

 [Cancel], 
[Notification Address]. (  Network No.  Device ID .)

(b) -
 [Modify],  [Notification Address]. 

 (a) “
- ”.

(c) -
 [Delete], .

Notification Address

1 Network No. -
. (*1)

2 Device ID -
. (*1)

3 Process Identifier

,
-

.
( : 0 - 4294967295)

 [0], 

0

Notification Type

4 Unconfirmed/
Confirmed

 [Unconfirmed] [ ])
 [confirmed] ([ ])

.
Unconfirmed
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8.4.5  Object 
 [Object]  [BACnet Settings],  [Object Settings]. 

,  BAC-HD150.
.

(1)
,  BAC-HD150. 
 [Use], ,

.
( : ; : )

, , , ,
, – .

,  [DEV_xxxxxx Device]  [CLS_xxxxxx Notification Class], 
.

 Use
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(2)
 (COV Notification  Event Notification) .

(a) -
 [COV No.]  [Use COV (Notification destination)] 

,  8.4.3 “
”. 

(b) -
 ( - )

 [Notification Class ID],  8.4.4 “
”.

(c)
,  [Notification Setting]. 

( , .)
.
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*1:  COV Notification No.  [Select COV No.], 
 [Select]. 

 [Select COV No.]  COV No., 
 8.4.3 “ ”.

*2: ,  "Use Event" (
),  AI, BI  BO.   

*3:
 [Select Notification Class ID],  [Select]. 

 [Select Notification Class ID]  Notification Class ID, 
 8.4.4 “ ”. 

*4:  [To-Offnormal]  [BI_xxxx02] ( . .). 
*5:  [To-Offnormal]  [To-Fault] ,

[To-Normal]. 

Use COV

1 ,
.

2 COV No.  ( - ). (*1)

3 COV Increment

,

. (
 “

”  “ ”) 
( : 0.000001 - 99.99999)

 [1.0], 

1.0

Use Event
,

.(*2) 

Notification Class ID  Notification Class ID 
( - ) (*3)

Event-Enable

To-Offnormal
 Normal  Offnormal. (*4)

To-Fault
 Normal  Fault. 

To-Normal
 Offnormal  Fault  Normal. (*5)

Notify Type

Alarm ,
 Alarm ( ).

Event ,
 Event ( ).
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(i)
 [COV Notification Settings-Select COV 

No.].  [Select], 
,  [Notification Setting].

 [Cancel],  [Notification Setting] 
.

(ii)
 [Event Notification Settings-Select Notification 

Class ID].
 [Select], 

,  [Notification Setting].
 [Cancel],  [Notification Setting] 

.

 Notification 
Class ID



63

8.4.6  Other
 [Other] I-Am

BAC-HD150 .
 [Other]  [BACnet Settings],  [Other Settings]. 

.

(1) - I-Am
,  BAC-HD150 I-Am

.
- .

(a) - I-Am
 [Add],  [Device Select]. 

-  [Network and Device 
Settings-Select BACnet Device],  [Select]. 

.
(1).

.
(2).
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(i)
 [Network and Device Settings-Select BACnet Device], 

, .
.

 [Select], 
 [Device Select]. 

 [Cancel], 
 [Device Select]. (  Network No.  Device ID .)

(b) - I-Am .
, ,  [Modify], 

 [Device Select]. .
 (a) 

“ - I-Am ”.

(c) - I-Am
 [Delete], .
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(2)
 BAC-HD150 ,

.
 BAC-HD150 

, .
.

(a)
 [Add],  [Device Select]. 

-  [Network and Device 
Settings-Select BACnet Device],  [Select]. 

 [Network and Device Settings-Select BACnet Device] 
 (1) “ - I-Am ”.

(b)
 [Modify],  [Device Select]. 

 (a) “
”. 

(c)
 [Delete], .
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 1  BACnet 
 BACnet .

1.1
 BACnet :

(1)
, .

(2) ,  BACnet
,  BACnet. 

(3) ,  IP-
,  IP- .

(4) ,  IP-  BBMD
,  IP-

(  BBMD )
(5) ,  IP-  BBMD 

,  IP-
(  BBMD )

1.2
(1)

(2)  Network and Device 
 Network and Device 

.

:
 BAC-HD150  BACnet/IP.

 [Network and Device Settings] ,
     BAC-HD150.

Ethernet

BMS BAC-HD150 BACnet

: 11 
IP- :
192.168.1.1

: 12
IP- :
192.168.1.2

: 13
IP- :
192.168.1.3
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1.3 ,  BACnet 
 IP- .

(1)  BACnet 

(2)  Network and Device 
 Network  Device 

 BACnet. 
(a)  Local ( : 200) 

(b)  100 

Ethernet

BACnet

: 12
IP- :
192.168.1.2

BMS

: 11
IP- :
192.168.1.1

BAC-HD150

: 21
IP- :
192.168.2.1

: 100

Ethernet
Network No.: 200 BAC

-RT
: 300

BACnet

: 22
IP- :
192.168.2.2

BACnet

: 31
IP- :
192.168.3.1

BACnet

: 32
IP- :
192.168.3.2

BAC
-RT

 BACnet

BACnet
IP- :

192.168.2.10

BACnet
IP- :
192.168.2.30

BAC
-RT

IP-  BACnet: IP-  BACnet, 
 BAC-HD150. 
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(c)  300 

(d)

(3)
 BACnet. 

 BACnet .
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1.4 ,  IP-
 IP- .

(1) ,  IP-

(2)  Network and Device
 Network and Device ,

 IP- .
 IP- .  Device ID  Address 

 Local.

 IP-  Default 
Gateway ( .  8.2.1, “ ”).

BAC-HD150

: 21
IP- :
192.168.2.1

Ethernet

BACnet

: 22
IP- :
192.168.2.2

: 12
IP- : 192.168.1.2

IP-

BMS

: 11
IP- : 192.168.1.1

IP-
RT

IP-
RT

IP-  IP- : IP-  IP- ,
 BAC-HD150. 

IP-
IP- :

192.168.2.10

IP-
RT

Ethernet

IP-

BACnet
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(a)  Local

(b)  Default Gateway 

IP-  “ ”.
 “ ”.
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1.5 ,  IP-  BBMD
 IP- .

 BBMD.

(1) ,  IP-  BBMD

(2)  Network and Device
 Network  Device ,

 IP- .
 IP- .  Device ID  Address 

 Local.

 IP-  Default Gateway .
( .  8.2.1 “  (Basic System settings) (1) LAN 1 (  BACnet)”.) 

 BBMD  Use Remote BBMD 
.

( .  8.4.1 “  [BACnet Settings] (3)  BBMD (Use 
Remote BBMD)”.)

BAC-HD150

: 21
IP- :
192.168.2.1

Ethernet

BACnet

: 22
IP- :
192.168.2.2

BACnet

: 12
IP- : 192.168.1.2

BBMD

IP-

BBMD BMS

: 11
IP- : 192.168.1.1

IP-
RT

IP-
RT

BBMD BBMD (BACnet/IP Broadcast Management Device)

IP-  IP- : IP-  IP- ,
 BAC-HD150. 

IP-
IP- :

192.168.2.10

IP-
RT

Ethernet

IP-
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(a)

(b)  Default Gateway 

(3)
IP- ,

.
 BBMD.

(  BBMD ( )
 BBMD,  BBMD  IP-

.
(  BBMD  IP-  IP-  IP-

 BBMD)
 BBMD, ,  BBMD 

.) 

 BAC-HD150 :
• , ,  BAC-HD150; 
• , ,  BBMD. 

:
 BBMD  BDT (Broadcast 

Distribution Table)  BBMD. ,
BDT .



73

1.6 ,  IP-  BBMD
 (  BBMD )

, ,  IP- .
 BBMD, .

(1) ,  IP-  BBMD -1 

(2)  Network and Device 
 Network  Device ,

 IP- .
 IP- .  Device ID  Address 

 Local.

 IP-  Default Gateway .
( .  8.2.1 “  (Basic System settings) (1)  BM ADAPTER 
(BM ADAPTER Network Settings)”.) 

 BBMD  Use Remote BBMD 
.

( .  8.4.1 “  [BACnet Settings] (3)  BBMD (Use 
Remote BBMD)”.)

BAC-HD150

: 21
IP- :
192.168.2.1

Ethernet

BACnet

: 22
IP- :
192.168.2.2

BACnet

: 12
IP- : 192.168.1.2

BBMD

IP-

 BBMD BMS

: 11
IP- : 192.168.1.1

IP-
RT

IP-
RT

 BBMD  BBMD (BACnet/IP Broadcast Management Device)

IP-  IP- : IP-  IP- ,
 BAC-HD150. 

IP-
IP- :

192.168.2.10

IP-
RT

Ethernet

IP-

IP- :
192.168.1.30
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(a)  Local

(b)  Default Gateway 

(c)  Use Remote BBMD 
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(3)
IP- ,

.  BBMD .
, ,  BBMD, 

 BBMD ( ).
 BBMD ,

 BBMD .  IP-
 BBMD.

( , ,  BBMD 
.  BBMD, ,

 BBMD 
BBMD  IP- . (  BBMD  IP-  IP-

 IP-  BBMD).
 BBMD, ,  BBMD 

.)

 BBMD 
.

:
 BBMD  BDT (Broadcast 

Distribution Table)  BBMD. ,
BDT .
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