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MLZ-KA�5VA

MLZ-KA35VA

MLZ-KA50VA

Anti-Allergy Enzyme Filter MAC-171FT-E

Descriptions

Applicable Models

Dimensions Unit : mm

How to Use / How to Install

Color White
Surface treatment Foundation

Material
Frame: PP resin
Filter: Transfomation system, Polypropylene,
unwoven cloth.

Weigh 50g/piece (�piece/1unit)

Intake grille Air cleaning filter
(Anti-Allergy Enzyme Filter, option)
Back side of air filter
• Clean every 3 months.
• Soak the filter together with its frame in lukewarm water and wash it.
• After washing, dry it well in shade and put it back to its original position.

Install all tabs of the air filter.
• Replace it with a new air cleaning filter every year for best perform-

ance.
• Parts Number  MAC-171FT-E 

1. Press PUSH  indicated on the intake grille until a “click” is heard.
2. Hold the tabs on both ends of the intake grille, and pull down to open.

What is “Catechin air fi lter” ?
Catechin is a bioflavonoid that is found in green tea that has both antivi-
ral and antioxidant qualities. In addition to these benefits, Catechin also
offers excellent deodorizing characteristics. Catechin air filter uses this
compound to not only improve air quality but also prevent the spread of
bacteria and viruses in the room.

This filter catches dead mites and their droppings, pollen and 
other allergens on the filter filament, then decomposes them 
with artificial enzymes.
(Artificial enzyme catalyst on the filament catches the allergens 
and helps the chemical reaction with Oxygen and severs the 
S-S* bonds.     *S=Sulfur atoms)




